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| Tecnica: tuftato a tecnica ‘hookwork’

| Filato: lana, retro in cotone

| Bordo:  bordatura a mano

| Peso / mq: 4,5 kg 

| Spessore: 20 mm

| Applicazioni: contract leggero / residenziale

INDOOR COLLECTION | Matrix

Class 32 Commercial general
EN ISO 10874

Thermal resistanc e
EN 14041 (R+L+T)
EN 1307 (T )
ISO 8302

Electrical behaviour  
Antistatic floor coverin g
EN 14041 (R+L+T)
EN 1815 (R+L) 
ISO 6356 (T)

CE mark regulatio n
DIR. 89/06/EEC

Luxury class LC4
EN ISO 1307 (T )
EN ISO 1425 (T )

Slip resistance 
EN 14041 (R+L+T) 
EN 13893

| Dimensions: standard 170x240 / 200x300 
custom size on request

| Product care: 
Vacuum regularly. Sweep the carpet surface with a soft bro-
om or vacuum clean it in the direction of the pile. Blot stains 
immediately, possibly with very little water, dry instantly with 
white absorbing cloth and hair dryer. If, after the above tre-
atments, you’re not able to remove the stains, or if the rug 
is placed in heavy traffic public areas, we recommend the 
service of a professional cleaner. Dry clean or steam wash 
only. The latex we use for attaching  the cotton backing is 
water soluble and it may detach from the back if cleaned 
with water.


